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Where this minimum mileage separa-
tion cannot be achieved, either agree-
ment to the use of F1B, F2B, F3C, G1B,
G2B or G3C emission must be received
from all existing co-channel licensees
using voice emission within the appli-
cable mileage limits, or if agreement
was not received, the licensee of the
radioteleprinter or radiofacsimile sys-
tem is responsible for eliminating any
interference with preexisting voice op-
erations. New licenses of voice oper-
ations will be expected to share equally
any frequency occupied by established
radioteleprinter or radiofacsimile oper-
ations.

(b) [Reserved]
(c) Transmitters certificated under

this part for use of G3E or F3E emis-
sion may also be used for F1B, F2B,
F3C, G1B, G2B or G3C emission for
radioteleprinter or radiofacsimile, pro-
vided the keying signal is passed
through the low pass audio frequency
filter required for G3E or F3E emission.
The transmitter must be so adjusted
and operated that the instantaneous
frequency deviation does not exceed
the maximum value allowed for G3E or
F3E.

(d) Frequencies will not be assigned
exclusively for F1B, F2B, F3C, G1B,
G2B or G3C emission for
radioteleprinter or radiofacsimile (ex-
cept where specifically provided for in
the frequency limitations).

(e) The requirements in this part ap-
plicable to the use of G3E or F3E emis-
sion are also applicable to the use of
F1B, F2B, F3C, G1B, G2B or G3C emis-
sion for radioteleprinter and
radiofacsimile transmissions.

(f) The station identification re-
quired by § 90.425 must be given by
voice or Morse code.

(g) For single sideband operations in
accordance with § 90.266, transmitters
certificated under this part for use of
J3E emissions may also be used for A2B
and F2B emission for radioteleprinter
transmissions. Transmitters certifi-
cated under this part for use of J3E
emissions in accordance with
§§ 90.63(d)(1), 90.65(c)(1), 90.73(d)(1) and
90.81(d)(13) may also be used for A1B,
A2B, F1B, F2B, J2B, and A3C emissions
to provide standby backup circuits for
operational telecommunications cir-
cuits which have been disrupted, where

so authorized in other sections of this
part.

[43 FR 54791, Nov. 22, 1978, as amended at 49
FR 48712, Dec. 14, 1984; 51 FR 14998, Apr. 22,
1986; 62 FR 18927, Apr. 17, 1997; 63 FR 36610,
July 7, 1998; 63 FR 68965, Dec. 14, 1998]

§ 90.238 Telemetry operations.

The use of telemetry is authorized
under this part on the following fre-
quencies.

(a) 72–76 MHz (in accordance with
§ 90.257 and subject to the rules gov-
erning the use of that band).

(b) 154.45625, 154.46375, 154.47125, and
154.47875 MHz (subject to the rules gov-
erning the use of those frequencies).

(c) 173.20375, 173.210, 173.2375, 173.2625,
173.2875, 173.3125, 173.3375, 173.3625,
173.390, and 173.39625 MHz (subject to
the rules governing the use of those
frequencies).

(d) 216–220 and 1427–1435 MHz (as
available in the Public Safety and In-
dustrial/Business Pools and in accord-
ance with § 90.259).

(e) In the 450–470 MHz band, telem-
etry operations will be authorized on a
secondary basis with a transmitter
output power not to exceed 2 watts on
frequencies subject to § 90.20(d)(27) or
§ 90.35(c)(30).

(f) 220–222 MHz as available under
subpart T of this part.

(g) 450–470 MHz band (as available for
secondary fixed operations in accord-
ance with § 90.261).

(h) 458–468 MHz band (as available in
the Public Safety Pool for bio-medical
telemetry operations).

(i) Frequencies available for low
power (2 watts or less) operations in
the Industrial/Business Pool.

[44 FR 17183, Mar. 21, 1979, as amended at 46
FR 45955, Sept. 16, 1981; 50 FR 39680, Sept. 30,
1985; 50 FR 40976, Oct. 8, 1985; 56 FR 19603,
Apr. 29, 1991; 60 FR 37268, July 19, 1995; 61 FR
6576, Feb. 21, 1996; 62 FR 18927, Apr. 17, 1997]

§ 90.239 [Reserved]

§ 90.241 Radio call box operations.

(a) The frequencies in the 72–76 MHz
band listed in § 90.257(a)(1) may be as-
signed in the Public Safety Pool for op-
eration or radio call boxes to be used
by the public to request fire, police,
ambulance, road service, and other
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